
Diaphragm Meter

Honeywell American Meter
BK-250 Diaphragm Meter

Options

•  �Regular or temperature compensated

•  �Pointer or odometer index

•  1ft3, 2ft3, or 0.05m3 drive

•  English or Metric indexes

•  �10 LT, 20 LT, 30 LT, and other connection sizes

•  �5 PSIG (345 mbar) Maximum Allowable Operating 

Pressure (MAOP)

•  �Pressure compensating indexes

•  �Standard or UV protected index covers

•  Meter bars

•  �Connection sets

•  Remote volume pulsers

F E AT U R E S  &  B E NE F I T S

•	 �Die-cast aluminum 
case 

•	 Molded, convoluted 
diaphragms for 
smooth operation and 
long life

•	 �Graphite-filled 
phenolic valves to 
minimize wear 

•	 Four chamber 
measurement 
module, 2 liters        
per revolution

•	 Magnetically coupled 
index drive

•	 Anti-reverse device 
deters tampering

•	 �Single-coat   
polyester finish

•	 �Security seals that 
indicate tampering

•	 Temperature 
compensation 
available from -30°F 
to 120°F (-34°C to 
49°C)

•	 �250 SCFH (7.1 m3/h) 
(0.60 specific gravity 
gas) at 1/2-inch  
W.C. differential

•	 �AMI/AMR compatible

•	 Meets ANSI B109.1 
specifications

Applications
The Honeywell American Meter class BK-250 

is the new standard for residential compact 

metering, delivering high performance 

measurement at an economical price.



BK-250 DIAPHRAGM METER
Weight = 7 lbs. (3.2 Kg)

BK-250 Diaphragm Meter Technical Specifications

ISO 14001
Environmental

GAM-DS-NAEN-3010-BK250
March 2017
supersedes EAM-DS3010-EN-P 07/15
© 2017 Elster American Meter Company LLC,
A Honeywell Company

CAPACITIES* (0.60 SPECIFIC GRAVITY GAS)

LINE PRESSURE 
PSIG 
(mbar)

DIFFERENTIAL 
INCHES W.C. 
(mbar)

CAPACITY 
SCFH 
(m3/h)

0.25 
(17)

1/2 
(1.2)

2501,2 
(7.1)

1 
(69)

2 
(5)

598 
(16.9)

2 
(138)

2 
(5)

597 
(16.9)

5 
(345)

2 
(5)

598 
(16.9)

1 - Propane - 158 SCFH (4.5 m3/h) 
2 - Butane - 138 SCFH (3.9 m³/h)
*Capacities determined with connection sizes as specified by ANSI B109.1

BK-250 PROOF CURVE
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Flow SCFH (m3/h)

6.0" 
152.4 mm

9.0" 
228.6 mm

10.5" 
267 mm

6.9" 
175.3 mm

2.8" 
71.1 mm

For more information
elster-americanmeter.com 
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